
December 16, 2016 

DOLOMITE AGGREGATES 

 

Specification Reference: 904.01, 904.03(d)  SM Producer/Supplier Type: Dolomite Aggregate Source 

ITM 205   SM Material Codes: 904M05270 – 904M06740 

 

Dolomite aggregates are aggregates that meet the requirements of 904.01 and ITM 205.  The use 

of dolomite aggregates shall be in accordance with 904.03(d). 

 
SOURCE  SOURCE NAME       LEDGES  

CODE   & LOCATION 

 
2211  Irving Materials, INC  

Huntington, IN ---------------------------------------------------- 2-4s, or L4-Level II & III 

  

2232  Lehigh Hanson Aggregates Midwest– Ardmore  

Ft Wayne, IN ------------------------------------------------------ 1-7, or 8-10 

 

2235  Lehigh Hanson Aggregates Midwest – LWR Huntington  

Ft Wayne, IN ------------------------------------------------------ 2-908,903-907, or 908-11 

 

2237  Lehigh Hanson Aggregates Midwest – Woodburn #2 

Edgerton, IN------------------------------------------------------- 3-8 

 

2238  Stone Street Quarries INC 

Poe, IN------------------------------------------------------------- 4, 5-10, 11-15 

 

2262  Irving Materials, INC 

Bluffton, IN ------------------------------------------------------- 2-401E, 2-401W, or 402-12 

 

2267  U.S. Aggregates, INC – Pleasant Mills 

Decatur, IN ------------------------------------------------- 1001-4 

 

2361  U.S. Aggregates INC 

Portland, IN ------------------------------------------------------- 3-6 

 

2362  Irving Materials, INC 

Muncie, IN ------------------------------------------------------- 1-4, 6-7, or 8-14* 

 

2363  U.S. Aggregates INC 

Ridgeville, IN ---------------------------------------------------- 1-11 

 

2367  Irving Materials, IN 

Montpelier, IN---------------------------------------------------- 1-6 
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SOURCE  SOURCE NAME       LEDGES  

CODE   & LOCATION 

 

2389  Martin Marietta 

Noblesville, IN --------------------------------------------------- 9-14 

 

2409  Hanson - Materials Services 

Monon, IN -------------------------------------------------------- Level 1,or Level 2 

 

2421  U.S. Aggregates, INC 

Delphi -------------------------------------------------------------- Hanna 2, Level 1, 2, 3, or 4 

 

2423  Engineering Aggregates CORP – Plant #1 

Logansport, IN ---------------------------------------------------- 6-9 

 

2428  U.S. Aggregate INC 

Monon, IN --------------------------------------------------------- Level 1, or Level 2 

 

2440  Hanson - Material Service 

Francesville, IN --------------------------------------------------- Level 1, 2, 3, or 4 

 

2445  Rogers Group 

Kentland, IN ------------------------------------------------------ 1-2 Area 8, 4, or 6 Area 7** 

 

2449  U.S. Aggregate INC 

Lowell, IN -------------------------------------------------------- Level 1 or Level 2 

 

2461  U.S. Aggregate INC 

Francesville, IN -------------------------------------------------- Level 1, Ledges 5, 6, 7, 8, or 9 

 

2472  Hanson - Material Service 

Thornton, IL ----------------------------------------------------- Level 101, 102, 201, 202, 

401-403, or 4-503* 

 

2510  New Point Stone Co – Derbyshire Quarry 

Laurel, IN -------------------------------------------------------- 1 
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SOURCE  SOURCE NAME       LEDGES  

CODE   & LOCATION 

 

2535  Meshberger Stone, INC 

Columbus, IN --------------------------------------------------- 8 

 

2536  New Point Stone CO – New Point Quarry 

Greensburg, IN ------------------------------------------------- 1001-1002 

 

2538  New Point Stone CO - St. Paul Quarry 

St. Paul, IN ------------------------------------------------------ 1-2** 

 

2540  Mulzer Crushed Stone 

Charleston, IN -------------------------------------------------- 102-3, 5-603 (Composite) 

 

2551  Hanson Aggregates Midwest – North Vernon 

North Vernon, IN ---------------------------------------------- 7-10 

 

2556  Hanson Aggregates Midwest – Hayden 

Hayden, IN ------------------------------------------------------ 8 

 

2764  Hanson Aggregates Midwest– Milner 

Bunker Hill, IN ------------------------------------------------- 1-4 

 

 

* Consult with District Geologist prior to submitting DMF 

** Approved under Category III guidelines 


